








Eurothane Bi-3 is a closed

cell, CFC and HCFC-free

(zero ozone depletion

potential), rigid polyurethane

foam-core faced, both sides,

with a bitumen impregnated

glass-fibre fleece.

Compressive strength

exceeds 120 kPa at yield.

U 0.027 – 0.028 W/mK.

J BBA Certificate 95/3113.

Manufactured to BS EN

13165 & BS EN ISO 9001.

CE Marked and Quality

Assured under the Keymark

Scheme.

Recticel Eurothane
Bi-3

See next page - Powerdeck F

is a closed cell, CFC and

HCFC-free (zero ozone

depletion potential), rigid

polyisocyanurate foam core

faced, both sides, with a

mineral coated glass fibre

tissue. Compressive strength

exceeds 120 kPa at yield.

U Declared thermal

conductivity 0.023 W/mK.

J Manufactured to BS EN

13165 & BS EN ISO 9001.

CE Marked and Quality

Assured under the Keymark

Scheme.

Recticel
Powerdeck F

Recticel - Eurothane

Many years’ experience of supplying
contractors working in power generation,
petrochemical industries, heating and
mechanical services, and marine and
offshore, has tailored our response to our
client’s requirements.

For contractors involved in asbestos removal
work, Encon caters for every aspect of supply
from capital equipment to respiratory systems,
and all manner of consumables from polythene
sheet to overalls and waste bags.

And if you require to renovate after removal, we
can supply all of your requirements from building
boards and ceiling tiles to pipe and boiler
insulation.

At every branch, the Encon industrial sales team
will be pleased to offer independent and impartial
advice to assist you to choose the most
appropriate and cost-effective solution to any
application.

For further information visit
www.encon.co.uk/industrial or contact your local
Encon branch.
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Recticel Eurothane Bi-3
Thickness mm Size mm Boards / Pack m2 / Pack

30 1200 x 600 16 11.52

40 1200 x 600 12 8.64

50 1200 x 600 10 7.20

60 1200 x 600 8 5.76

70 1200 x 600 7 5.04

75 1200 x 600 6 4.32

80 1200 x 600 6 4.32

90 1200 x 600 5 3.60

100 1200 x 600 5 3.60

120 1200 x 600 4 2.88

Eurothane Bi-3 is a high performance rigid polyurethane foam board for use in warm flat roofs under partially

bonded built-up felt, mastic asphalt and approved single-ply membrane waterproofing systems.Available in tapered

format to assist in roof drainage.

U-Value Calculation
Timber deck with plasterboard ceiling

Thickness mm 50 60 70 80 90 100 110 120 130 140 150

U-Value (W/m2K) 0.42 0.37 0.31 0.28 0.25 0.23 0.21 0.20 0.18 0.17 0.16
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Recticel - Powerdeck

Powerdeck is a closed cell,

CFC and HCFC-free (zero

ozone depletion potential),

rigid polyisocyanurate foam

core faced, both sides, with

‘multi-layer’ aluminium foil.

Compressive strength

exceeds 150 kPa at yield.

U Declared thermal

conductivity 0.023 W/mK.

FM Approved. Manufactured

to BS EN 13165 & BS EN

ISO 9001. CE Marked and

Quality Assured under the

Keymark Scheme.

Eurothane Silver FM

Powerline is a closed cell,

CFC and HCFC-free (zero

ozone depletion potential),

high performance, rigid

polyisocyanurate foam core

faced, both sides, with an

embossed aluminium foil:

white lacquer finish on the

visible side, silver on reverse.

Powerline boards may be

fitted above the purlin prior

to installing the cladding or

under the purlin within a

standard T-bar system

suspended from the main

roof structure.

U Declared thermal

conductivity 0.024 W/mK.

J Manufactured to BS EN

13165 & BS EN ISO 9001.

CE Marked and Quality

Assured under the Keymark

Scheme.

Recticel
Powerline

Recticel Powerdeck F
Thickness mm Size mm Boards / Pack m2 / Pack

30 1200 x 600 16 11.52

40 1200 x 600 12 8.64

50 1200 x 600 10 7.20

60 1200 x 600 8 5.76

70 1200 x 600 7 5.04

75 1200 x 600 6 4.32

80 1200 x 600 6 4.32

90 1200 x 600 5 3.60

100 1200 x 600 5 3.60

120 1200 x 600 3 2.16

Powerdeck F is a high performance rigid polyisocyanurate board for use in warm flat roofs under built-up felt,

mastic asphalt and mechanically fixed and adhered single-ply waterproofing systems.Available in tapered format to

assist in roof drainage.

Recticel Powerdeck F - U-Value Calculation
Timber deck with plasterboard ceiling

Thickness mm 50 60 70 80 90 100 110 120 130 140 150

U-Value W/m2K 0.40 0.34 0.30 0.27 0.25 0.23 0.21 0.19 0.18 0.17 0.16

Eurothane Silver FM
Thickness mm Size mm Boards / Pack m2 / Pack

30 2500 x 1200 12 36.00

40 2500 x 1200 9 27.00

50 2500 x 1200 7 21.00

60 2500 x 1200 6 18.00

70 2500 x 1200 5 15.00

80 2500 x 1200 4 12.00

90 2500 x 1200 3 9.00

100 2500 x 1200 3 9.00

120 2500 x 1200 3 9.00

150 2500 x 1200 3 9.00

Powerdeck is a high performance, rigid polyisocyanurate foam board for use in warm flat roofs under mechanically

fixed single-ply membrane waterproofing systems. FM Approved.

Recticel Powerdeck - U-Value Calculation
Thickness mm 50 60 70 80 90 100 110 120 130 140 150

U-Value (W/m2K) 0.43 0.36 0.32 0.28 0.25 0.23 0.21 0.20 0.18 0.17 0.16

Metal deck no ceiling

Recticel Powerline
Thickness mm Size mm Boards / Pack m2 / Pack

30, 40, 50, 60 & 70 2500 x 1200 To Order -

Recticel Powerline - U-Value Calculation
Over purlin

Thickness mm 30 40 50 60 70

U-Value W/m2K 0.64 0.52 0.44 0.37 0.33
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L1000 and DL2000 are

general-purpose, high

performance, phenolic foam

boards for use in floors,

walls, external wall insulation

systems, soffits and pitched

roofs. Recticel L1000 is a

closed cell, CFC and HCFC-

free (zero ozone depletion

potential), high performance,

phenolic foam core faced,

both sides, with glass fibre

tissue. Recticel DL2000 is a

closed cell, CFC and HCFC-

free (zero ozone depletion

potential), high performance,

phenolic foam core faced

with coated aluminium foil

one side and glass fibre tissue

on the other. Compressive

strength exceeds 150 kPa at

yield.

U Declared thermal

conductivity 0.021 - 0.024

W/mK.

J Manufactured to BS EN

13166 & BS EN ISO 9002. CE

Marked.

Recticel L1000 and
DL2000 Phenolic

Foam
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Recticel - Phenolic Foam

Recticel L1000 and DL2000 Phenolic Foam
Thickness mm Size mm Boards / Pack m2 / Pack

20 2400 x 1200 12 34.56

25 2400 x 1200 10 28.80

30 2400 x 1200 8 23.04

35 2400 x 1200 7 20.16

40 2400 x 1200 6 17.28

45 2400 x 1200 5 14.40

50 2400 x 1200 5 14.40

55 2400 x 1200 4 11.52

60 2400 x 1200 4 11.52

65 2400 x 1200 3 8.64

70 2400 x 1200 3 8.64

75 2400 x 1200 3 8.64

80 2400 x 1200 3 8.64

90 2400 x 1200 2 5.76

100 2400 x 1200 2 5.76

110 2400 x 1200 2 5.76

120 2400 x 1200 2 5.76

Recticel L1000 & DL2000
Thickness mm Size mm Boards / Pack m2 / Pack

20 1200 x 600 24 17.28

25 1200 x 600 20 14.40

30 1200 x 600 16 11.52

35 1200 x 600 14 10.08

40 1200 x 600 12 8.64

45 1200 x 600 10 7.20

50 1200 x 600 10 7.20

55 1200 x 600 8 5.76

60 1200 x 600 8 5.76

65 1200 x 600 6 4.32

70 1200 x 600 6 4.32

75 1200 x 600 6 4.32

80 1200 x 600 6 4.32

90 1200 x 600 4 2.88

100 1200 x 600 4 2.88

110 1200 x 600 4 2.88

120 1200 x 600 4 2.88

High performance rigid phenolic foam board for use in floors, walls, external wall insulation systems, soffits and

pitched roofs.




