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Gyptone - Typical product code 56CM…
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British Gypsum - Arteco Ceilings

The Gyptone range of perforated, pre-finished gypsum tiles, planks and boards offers a high performance and outstanding quality ceiling while still providing limitless design options

for the interiors of a wide variety of buildings. Gyptone unites distinctive designs, gypsum’s durability and superb sound absorption characteristics. It also offers easy maintenance

and enables redecoration without affecting acoustic performance. The versatile range is available in a number of geometric perforated patterns; these include QUATTRO, POINT

and LINE, which can be combined with unperforated boards and tiles to allow a natural transition between open areas. With their stylish patterns and special acoustic tissue bonded

to the back face, Gyptone gives designers and users an ideal acoustic environment while maintaining their exciting aesthetic appeal.

• Acoustic performance

- aw up to 0.70 (LM)

- NRC up to 0.90

- Class C, D and E absorbers

• Class 0 / Euroclass B

• RH70

• Impact resistant option ideal for sports halls

• Monolithic appearance

Rigitone - Typical product code 56CM…

Gyptone Access Panels - 350mm x 350mm access panel that gives access to services without altering the appearance of the ceiling. Available for

QUATTRO 41, 45, 46, 47 and LINE 6 designs.

QUATTRO 41 QUATTRO 46 QUATTRO 47 BASE Curve LINE 7 Curve LINE 6

BASE 33 Plank LINE 4 LINE 8 Plank Point 11 Point 12

LINE 4 LINE 8 Plank POINT 15 Plank QUATTRO 20 QUATTRO 22 BASE 31 SIXTO

QUATTRO 55 Plank

Acoustic performance - aw up to 0.75 (L) - NRC up to 0.75 - Dncw up to 39dB - Class C and D absorbers

• Class 0 / Euroclass B • RH70 • Ideal solution to Part E regulations

• Distinctive geometric patterns • Ceiling or wall lining • Creative freedom

Arteco Rigitone is a range of distinctively designed ceiling boards. Available in 6 perforation patterns, the boards offer high levels of acoustic absorption. The comprehensive range

also offers high impact resistance, allowing their use in extreme environments such as indoor sports halls. Arteco Rigitone boards are assembled in a jointless ceiling system, giving

the ceiling an homogeneous and architecturally pleasing appearance. The contemporary design of Rigitone perforated boards has been widely specified and installed throughout

Europe. Arteco Rigitone boards are available with a regular, a regularly staggered, and an irregular scattered pattern of perforations. In addition to varying surface designs, differing

levels of acoustic absorption can be achieved, allowing the creation of an ideal acoustic environment without compromising aesthetic appeal.




