


Designed for use as sarking insulation on

warm pitched roofs.A combination of

Rockfall Overlay is a rigid Rockwool board

fixed over the rafters and Rockfall Underlay

is a semi-rigid Rockwool slab fitting

between the rafters.

Rockfall Overlay Board
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Slab RW5
Thickness mm Slabs / pack m2 / Pack

25 10 6.00

30 8 4.80

40 8 4.80

50 6 3.60

60 4 2.40

75 4 2.40

100 3 1.80

Slab dimensions 1000 x 600mm. Nominal density 100kg/m3.

Typical product code 05A…

Slab RW6
Thickness mm Slabs / pack m2 / Pack

30 6 3.60

40 4 2.40

50 4 2.40

60 4 2.40

75 2 1.20

100 2 1.20

Slab dimensions 1000 x 600mm. Nominal density 140kg/m3.

Typical product code 05A…

Rockfall Overlay Board
Thickness mm Board / Pallet m2 / Pallet

50 48 57.60

60 40 48.00

70 32 38.40

80, 90 100 & 110mm no longer available as standard. Size 2000 x 600mm.

Typical product code 36G…

Rockfall Underlay Board
100 6 4.10

120 4 2.74

150 4 2.74

50 and 60mm no longer available as standard. Size 1140 x 600mm.

Typical product code 36GU…

Tissue Faced RW Slab

Black or white factory produced facings providing quality fire safe finished
products.
TF: Standard products, other thicknesses and densities available subject to
minimum order.
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Rockwool - Pitched Roofing
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Rockwool - Pitched Roofing

A flexible Rockwool quilt faced on one side

with a 25mm galvanised wire mesh fixed

using unique labour saving fixing system.

Also available with a foil facing to provide

additional smoke resistance. Generally used

as a cavity barrier within building voids.

F BS476 Pt 8, 22 up to 2 hrs fire 

resistance.

T 50mm & 60mm

Fire Barrier

A dual density Rockwool slab for rainscreen

applications. Slab dimensions 1000x600mm.

F Euroclass A1

U 0.034 W/mK

T 50 > 100

J BS3958 Pt 5 1986, EN 13162

Rainscreen Duo Slab
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Rockwool Cladding Roll
Thickness mm Width mm Length m m2 / Pack

60 2 x 500 3200 6.40

80 1000 5000 5.00

100 1000 4800 4.80

120 1000 4000 4.00

150 1000 3200 3.20

160 1000 3000 3.00

170 1000 2700 2.70

180 1000 2700 2.70

A lightweight Rockwool insulation quilt. Used in cladding applications between lining panels and

cladding sheets. Foil or Tissue facings are only available on the 1000mm width.

Typical product code 21A…

Fire Barrier
Thickness mm Width mm Length m m2 / Pack

50 1000 4000 4.00

60 1000 3500 3.50

Can also be supplied with aluminium foil applied to one face.

Typical product code 35E10050

Fire Performance and Specification
Product Integrity mins Insulation mins Specification
1/2 hour Cavity Barrier 60 15 1 layer 50mm
1/2 hour Fire Barrier 60 30 1 layer 60mm Fire Barrier

foil faced overlapped joints

1 hour Fire Barrier 60 60 2 layer 50mm Fire Barrier

staggered vertical joints

11/2 hour Fire Barrier 90 90 2 layers 50mm Fire Barrier

staggered vertical joints

2 hour Fire Barrier 120 120 2 layers 60mm Fire Barrier

foil faced separated by

40mm airspace

Rainscreen Duo Slab
Thickness mm Slabs / pack m2 / Pack

50 8 4.80

75 6 3.60

100 4 2.40

125 4 2.40

140 3 1.8

150 3 1.8

Slab Dimensions 1000 x 600mm.

Typical product code 05ARD...




